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TNF - 0.5 Series

GENERAL SPECIFICATIONS

Number of Contacts 4to 40

Pitch 1.0mm

Current Rating 0.5Amps

Operating Voltage 50V AC, DC

Dielectric Withstanding

Voltage 500V AC r.m.s{one minute)
Insulation Resistance 500 MY min.

Contact Resistance 40 MY max.

Operating Temperature -25°C ~ +85°C

Applicable FFC and FPC

SPECIFICATIONS

1.0mm Center
0.3mm £ 0.05mm
Thickness

Part Name

Connector Styles

FPC (Flexible Print Circuit)
Connector

Wire to Borad Connectors
NON-ZIF (Zero Insertion

Force) Type
Centerline (Pitch) 1.0mm
no. of Contacts 4-40Pin

MATERIALS AND FINISHES

Description Materials / Finishes

Contact Phosphor Bronze/Tin Plated

Insulator Heat Ressistance Plastic
(ULS4 V-0, cream)

Hold-down Phosphor Bronze/Tin Plated

Slider Heat Resistance Plastic

How to Order

(UL94 V-0, brown)

@ TND - 10 - [ [J

No. of T=Tin / Lead

Series Pin Pitch Contacts Z=Tin (Lead Free)
23 22.00 24.00 30.10
24 23.00 25.00 31.10
25 24.00 26.00 32.10
26 25.00 27.00 33.10
27 26.00 28.00 34.10
28 27.00 29.00 35.10
29 28.00 30.00 36.10
30 29.00 31.00 37.10
31 30.00 32.00 38.10
32 31.00 33.00 39.10
33 32.00 34.00 40.10
34 33.00 35.00 41.10
35 34.00 36.00 4210
36 35.00 37.00 43.10
37 36.00 38.00 4410
38 37.00 39.00 4510
39 38.00 40.00 46.10
40 39.00 41.00 4710

http://www.tronic-elec.com




